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- Align the luminaire on the front edge of the furniture and screw 
it on with the enclosed 3x15 mm screws. 
- Screw on strain reliefs with enclosed 3x15 mm screws in the 
immediate vicinity of the luminaire according to drawing 
- Fasten lamp glass with enclosed plastic nut 
- Insert enclosed LED bulb 12 V DC/AC 2.4 Watt into G4 lamp 
socket    
- Plug LED connector into distributor on LED power supply unit 
12 V DC and connect power supply unit to mains socket ( 240 
V/AC). 
 
! For all elements: Connection only to voltage stabilized tested 
LED power supplies 240 V / 12 V DC like THEBO LED conver-
ter   29009 DC, 29009 DC HS or equivalent brands.
   
  When laying the cables, the applicable VDE regulations must 
be observed, see DIN VDE 0100 Part 724. 
   
Carry out all installation work in a de-energized state.  Modifica-
tions to the assembly are not permitted! 
 Warranty can only be claimed if the installation instructions 
have been followed. 
 
This luminaire is suitable for lamps of the energy classes A-G. 
This luminaire is supplied with a replaceable lamp from Sylva-
nia International / Model: 0029658 EEI Class: E 
For data and manufacturer‘s specifications see enclosed lamp 
packaging  
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- Leuchte an der vorderen Kante des Möbels ausrichten und         
mit beiliegenden Schrauben 3x15 mm anschrauben
- Zugentlastungen mit beiliegenden Schrauben 3x15 mm laut 
Zeichnung in unmittelbarer Nähe der Leuchte anschrauben
- Leuchtenglas mit beiliegender Kunststoffmutter befestigen
- Beiliegendes LED Leuchtmittel  12 V  DC/AC 2,4 Watt in G4 
Lampenfassung einstecken   
- LED Steckverbinder in den Verteiler am LED Netzteil 12 V 
DC einstecken und Netzteil mit der Netzsteckdose ( 240 V/
AC) verbinden.

! Für alle Elemente gilt: Anschluß nur an spannungssta-
bilisierten geprüften LED Netzteilen  240 V / 12 V DC wie 
THEBO LED Konverter   29009 DC, 29009 DC HS oder 
gleichwertige Fabrikate.  
  Bei der Leitungsverlegung sind die jeweils gültigen VDE-
Vorschriften zu beachten, siehe DIN VDE 0100 Teil 724
  
Alle Montagearbeiten im spannungslosen Zustand durchfüh-
ren.  Konfektionsänderungen sind nicht zulässig!
 Gewährleistung kann nur in Anspruch genommen werden, 
wenn nach Montageanleitung verfahren wurde.

Diese Leuchte ist geeignet für Lampen der Energieklassen 
A—G
Diese Leuchte wird ausgeliefert mit einem auswechselba-
ren Leuchtmittel der Firma Sylvania International / Modell: 
0029658 EEI Class: E
Daten und Herstellerangaben siehe beiliegende Lampenver-
packung 
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